
AUTOMOTIVE
GEAR & AXLE Range

The high performance range of Rock Oil gear and axle oils offer total security and performance throughout the whole 
driveline. All products in the range meet and exceed the latest specifications including GL-5, alongside an entire series 
of OEM approvals. The axle and gear range has been developed to work in tandem with the latest generation of Rock Oil 
engine oils. Individually each oil has been specifically designed to cope with increased demands and higher horsepower. 
Combined they offer unrivaled wear protection, fuel economy benefits, and emission reductions.

The complete gear and axle solution.
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GEARAXL S  
75W-80

ULTRA HIGH PERFORMANCE, ADVANCED 
SYNTHETIC, EXTENDED DRAIN TRANSMISSION 
LUBRICANT. FOR USE IN AUTOMOTIVE 
TRANSMISSIONS, OFF-HIGHWAY / TRUCK & BUS 
SYNCHRONISED AND NON-SYNCHRONISED 
TRANSMISSIONS.

API GL-4, GL-5 • SAE J2360 • EATON EUROPEAN 
TRANSMISSIONS EXTENDED DRAIN 
(300,000KM) • VOLVO 1273.10 • SCANIA STO:1 • 
ZF TE-ML 08 / 17B 

PN 06710

GEARAXL S  
75W-90

ULTRA ADVANCED SYNTHETIC TDL (TOTAL 
DRIVE LINE) FOR USE IN TRANMISSIONS, AXLE 
DRIVES, SYNCRO AND NOE SYNCO GEAR 
BOXES.

API GL-4, GL-5, MT-1 • US MILITARY MIL-PRF-
2105E • SAE J2360 • ARVIN MERITOR 0-76-N • 
DAF API GL-5 / MIL-PRF-2105E • SCANIA STO 1:0 
/ STO 1:1G / STO 2:0 A FS • IVECO MIL-PRF-2105E 
• MACK GO-J • MERCEDES BENZ MB 235.0, 235.5, 
235.6 & 235.8 • MAN 341-E2, E3 & Z2, 342-S1, 
342-M2 & M3 • RENAULT NOTE TECHNIQUE 
B0032/2 ANNEX 3 • ZF 02B / 05A / 05B / 07A / 08 
/ 12B / 12E / 16F / 17B / 19C / 21B • VOLVO	
97312

PN 06680

GEARAXL S  
75W-85

ULTRA HIGH PERFORMANCE, ADVANCED 
SYNTHETIC, EXTENDED DRAIN TRANSMISSION 
LUBRICANT. FOR USE IN AUTOMOTIVE 
TRANSMISSIONS, OFF-HIGHWAY / TRUCK & BUS 
SYNCHRONISED AND NON-SYNCHRONISED 
TRANSMISSIONS.

API GL-4, GL-5, MT-1 • US MILITARY MIL-PRF-
2105E • SAE J2360

 PN 07740

GEARAXL S  
75W-140

ULTRA HIGH PERFORMANCE, ADVANCED 
SYNTHETIC, EXTENDED DRAIN TRANSMISSION 
LUBRICANT. FOR USE IN AUTOMOTIVE 
TRANSMISSIONS, OFF-HIGHWAY / TRUCK & BUS 
SYNCHRONISED AND NON-SYNCHRONISED 
TRANSMISSIONS.

API GL-4, GL-5, MT-1 • US MILITARY MIL-PRF-
2105E • SAE J2360 • DAF API GL-5 / MIL-PRF-
2105E • SCANIA STO 1:0 • IVECO MIL-PRF-2105E
MACK GO-J • ZF 05A / 05B / 07A / 08 / 12B / 
16F / 19C 

PN 06200

GEARAXL S  
75W-90 LS

ULTRA HIGH PERFORMANCE, ADVANCED 
SYNTHETIC, LIMITED SLIP GEAR LUBRICANT. 
FOR USE IN AUTOMOTIVE LIMITED SLIP AXLES, 
TRANSAXLES, OFF-HIGHWAY AND TRUCK & BUS 
HEAVILY LOADED LIMITED SLIP AXLE DRIVES.

API GL-5+ • ZF TE-ML 05C

PN 06730

GEARAXL S  
85W-140 LS

ULTRA HIGH PERFORMANCE, ADVANCED 
SYNTHETIC, LIMITED SLIP GEAR LUBRICANT. 
FOR USE IN AUTOMOTIVE LIMITED SLIP AXLES, 
TRANSAXLES, OFF-HIGHWAY AND TRUCK & BUS 
HEAVILY LOADED LIMITED SLIP AXLE DRIVES.

API GL-5+ • ZF TE-ML 05C

 	

PN 00250
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GEARAXL  
75W-90

SYNTHETIC BASED HIGH PERFORMANCE TDL 
(TOTAL DRIVE LINE) LUBRICANTS FOR GEAR 
BOXES AND AXELS

API GL-4 & GL-5, ZF 02B / 05A / 05B

PN 06810

GEARAXL  
75W-80

SYNTHETIC BASED HIGH PERFORMANCE GEAR 
BOX OIL

API GL-4 & GL-5, ZF 02B

 PN 06790

GEARAXL  
TF0870

ADVANCED SYNTHETIC GEAR LUBRICANT FOR 
THE LATEST GENERATION OF ELECTRONICALLY 
CONTROLLED ACTIVE TRANSFER BOXES/ 
TRANSFER CASES.

LAND ROVER FULL-SYN IYK 500010, ATF 
TF-0753, BMW DTF-1, 83 22 240 97, 83 22 
239 7244, 83 22 030 6816 (X-DRIVE), LAND 
ROVER IYK 500010, ATF TF-0753, NISSAN 
999MP-TF0870P, PORSCHE 000-043-301-36 / 
00004330136, (CAYENNE), 958-341-536-00, VW 
G052 515A2 / G055 015A2, G052 533A2, G052 
536A2, ATC 300, 350, 400, 450, 500, 700

PN 04590 

GEARAXL  
MDL

SYNTHETIC LUBRICANT FOR CLUTCH TYPE 
LAMELLA LIMITED SLIP DIFFERENTIALS

GL-5+, AC-DELCO 10-4032, DIAMLER A 
0019895903 (MERCEDES-BENZ M-CLASS W164, 
X164), GM 92184900, LAND ROVER LR019727, 
BOT 720, TYK 500070, PORSCHE 00.043.300.37 
(PORSCHE CAYENNE, PANAMERA), VW G 052 
196 A2 (VW TOUAREG)

PN 04000 

HIGH PERFORMANCE SYNTHETIC MANUAL 
TRANSMISSION FLUID FOR YOU IN PASSENGER 
CARS

API GL-4+, CHEVROLET, BMW LT-4, FORD M2C 
200-C, FIAT MZ1, JAGUAR LAND ROVER, KIA, 
LANCIA, MITSUBISHI, MAZDA, SAAB, SUZUKI, 
TOYOTA

PN 06850 

MTF  
75W-90

MTF  
75W-80

HIGH PERFORMANCE SYNTHETIC MANUAL 
TRANSMISSION FLUID FOR YOU IN PASSENGER 
CARS

API GL-4+, ALFA ROMEO, BMW MTF LT-2, LT-3, 
CITROEN / PEUGEOT B71 2330, (TRANSELF NFJ, 
NFP, TRJ, TRT, TRZ), FORD M2C 200-D2, FIAT 
MZ6, OPEL GM 1940182, 1940764, 1940768, 
HONDA MTF 94, MTF, MTF-II, MTF-III, MERCEDES 
(INCL. SMART), MINI, NISSAN MT-XZ, MT-XZ TL, 
RENAULT, VAG VW G 009 317, VOLVO 97308, 
37309

PN 06820 

GL-4 
90W

MINERAL OIL BASED GEAR LUBRICANT 
DESIGNED FOR USE IN A VARIETY OF 
AUTOMOTIVE, PLANT, AGRICULTURAL AND 
INDUSTRIAL TRANSMISSION SYSTEMS.

API GL-4

PN 06041 

HIGH PERFORMANCE SYNTHETIC LOW 
VISCOSITY MANUAL TRANSMISSION FLUID FOR 
YOU IN PASSENGER CARS.

API GL-4+, BMW MTF LT-3, FORD WSS-
M2C200-D2, GM 19259104 (BOT 303), VW G 
052 178, G 060 726, G 052 171, G 052 726, G 
052 512, G 070 726 A2, G 052 527 A2, SPECIAL 
TRANSMISSION OIL BOT 350 M3. 

Recommended for certain BMW, Ford, Land 
Rover & VAG group applications and generally 
where a 75W, API GL-4 oil is specified.

PN 07610 

MTF  
75W

MINERAL OIL BASED GEAR LUBRICANT 
DESIGNED FOR USE IN A VARIETY OF 
AUTOMOTIVE, PLANT, AGRICULTURAL AND 
INDUSTRIAL TRANSMISSION SYSTEMS.

API GL-5 • VOLVO 1273.10 • MAN 342 M1 & M2 
(MAN 342N) • MB 235.0, MB 235.6 • 
MIL-L-2105D • ZF TE-ML 05A, 07A, 12E, 16B & C, 
17B, 19B, 21A

PN 06060: 80W-90	
PN 06070: 85W-140 

HIGH PERFORMANCE ADVANCED SYNTHETIC 
TRANSMISSION FLUID, DESIGNED FOR 
EXTENDED DRAIN SERVICE IN HEAVY 
DUTY SYNCHRONISED MANUAL TRUCK 
TRANSMISSIONS.

API GL-4, MAN 341 TYPE E3 Z4, VOLVO 97307 / 
97305, DAF, REN, ZF TE-ML 01L, 02L, 08, 16KL

PN 03700 

MTF HD  
75W-80

SD/LS  

MINERAL OIL BASED GEAR OIL WITH A HIGH 
LEVEL OF EXTREME PRESSURE (EP) ADDITIVES 
AND FRICTION MODIFIERS TO PROTECT 
LIMITED SLIP DIFFERENTIALS IN HEAVY OFF-
HIGHWAY AND AGRICULTURAL EQUIPMENT.

API GL-5 • MIL-L-2105D • ZF TE-ML 05C

PN 06120: 80W-90	
PN 06590: 85W-140 

GL-4 
80W-90

MINERAL OIL BASED GEAR LUBRICANT 
DESIGNED FOR USE IN A VARIETY OF 
AUTOMOTIVE, PLANT, AGRICULTURAL AND 
INDUSTRIAL TRANSMISSION SYSTEMS.

API GL-4

PN 06040 

SD 


