MADE IN°®

ZABRITAIN

The complete solution for motorcycle race & road lubrication.

At Rock Oil, we have extensive racing and motorsport experience, achieving many British and World
Championship successes, which keep us at the forefront of lubrication technology. Modern race and road bikes
demand lubricants that ensure optimum performance and reliability. We’ve developed a sophisticated range of
products for all 2-stroke and 4-stroke machines, earning factory approvals from leading manufacturers.

As the official lubricant of the Bennetts British Superbike Championship, we’re a prominent name in two-
wheeled motorsport. Our collaboration with top-level teams and riders across various disciplines, underscores
our commitment to excellence in motorcycle lubrication.

MOTORCYCLE: RACE & ROAD

SYNTHESIS
XRP

SAE 5W-30
API SN + JASO MA2

Ultimate performance,
advanced Tri-Synthetic ester,
competition/racing grade
4-stroke motorcycle lubricant.

PN. 03210

SYNTHESIS
MOTORCYCLE

SAE 10W-30
API SN + JASO MA2

High-performance, advanced
Tri-Synthetic ester, JASO MA2,
4-stroke motorcycle lubricant.

PN. 04600

SYNTHESIS
MOTORCYCLE

SAE 10W-60
API SN + JASO MA2

High-performance, advanced
Tri-Synthetic ester, JASO MA2,
4-stroke motorcycle lubricant.

10W-60

o

3 PN. 03363
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SYNTHESIS
4 RACING

SAE 15W-50
API SN « JASO MA2

High-performance, advanced
Tri-Synthetic ester, JASO MA2,
4-stroke motorcycle lubricant.

PN. 03100

SYNTHESIS
MOTORCYCLE

SAE 10W-40
API SN + JASO MA2

High-performance, advanced
Tri-Synthetic ester, JASO MA2,
4-stroke motorcycle lubricant.

PN. 03290

TRM

SAE 20W-60
API SL + JASO MA

High-performance, advanced
synthetic, JASO MA, 4-stroke
motorcycle lubricant.

PN. 07040

SYNTHESIS
MOTORCYCLE

SAE 5W-40
API SN + JASO MA2

High-performance, advanced
Tri-Synthetic ester, JASO MA2,
4-stroke motorcycle lubricant.

PN. 03080
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SYNTHESIS
MOTORCYCLE

SAE 10W-50
API SN + JASO MA2

High-performance, advanced
Tri-Synthetic ester, JASO MA2,
4-stroke motorcycle lubricant.

T0W-50 PN. 03103
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SYNTHESIS
2 RACING

JASO FD/FC « ISO-L-EGD

High-performance, advanced
synthetic ester, JASO FD
pre-mix, 2-stroke motorcycle
lubricant.

PN. 07140
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MOTORCYCLE: RACE & ROAD (CON

SYNTHESIS
INJECTOR

APITC « JASO FD/FC -
ISO-L-EGD

High-performance, advanced
synthetic ester, JASO FD,
2-stroke motorcycle lubricant.

PN. 07130
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MOTORCYCLE
10W-40

SAE 10W-40
API SL « JASO MA

Premium, semi-synthetic,
JASO MA, 4-stroke motorcycle
lubricant.

0W-40 PN. 03110

SEULSYNTHET | G O

GAMMA

SAE 10W-40
API SG » JASO MA

Premium, mineral, JASO MA,
4-stroke motorcycle lubricant,
designed for classic and
modern motorcycle engines.

PN. 03270

GUARDIAN
MOTORCYCLE

API SN + JASO MA2

High-performance, semi-
synthetic, JASO MA2, 4-stroke
motorcycle lubricant.

PN. 01148: SAE 10W-30
PN. 03400: SAE 10W-40
o PN. 04770: SAE 10W-50

2 PN. 04780: SAE 20W-50
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SEULSINTHE | 10

PP2
JASO FD - ISO-L-EGD

High-performance, semi-
synthetic, low ash, 2-stroke
motorcycle lubricant.

PN. 07120

ocror T
GAMMA

SAE 20W-50
API SJ + JASO MA

Premium, mineral, JASO MA,
4-stroke motorcycle lubricant,
designed for classic and
modern motorcycle engines.

PN. 03280

GUARDIAN
SIGMA

SAE 15W-50
API SL « JASO MA

High-performance, semi-
synthetic, JASO MA, 4-stroke
motorcycle lubricant.

W-50 PN. 07210

SEULSYNTHE | 10

ROAD

APITC « JASO FB

Premium, mineral, JASO MA,
low ash, 2-stroke motorcycle
lubricant.

PN. 07010

CLASSIC

Premium, mineral, mono-grade
engine lubricant, formulated
especially for classic and
vintage motor vehicles.

SAE-30
] o
PN. 02032: SAE 30
PN. 02041: SAE 40
PN. 02071: SAE 50

=

Depending on the range, Rock Oil products are available in multiple sizes, including 400ml aerosols and 1L /4L /5L /20L / 210L / bulk containers.

All products and information are correct at the time of publication. The company reserves the right to change formulations and specifications without prior notice.
For more detailed information on any product and confirmation of the latest specifications please contact us. Full product data sheets and health and safety information is available on request.

Contact

W Malone House, 90 Priestley Street, Warrington, Cheshire, WA5 1ST a

for order information and expert advice.
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+44 (0) 1925 636191

© X f in

rockoil.co.uk




